
CAPRI
Bovine  Leather  ·  Furn i ture

Crafted exclusively from a top-tier selection of pristine hides, Capri is a masterful
expression of timeless character and European luxury. A delicate semi-aniline finish
honors the leather's organic texture, offering an elegant depth of color and a rich,
tactile hand.

RESIDENTIAL CONTRACT FIRE RETARDANT MADE IN ITALY

Thickness ISO 2589 mm 0.9-1.1

Average Size sf 50

Origin European

Tanning Chrome tanning

Dry Rub Fastness (Dry, 500 Cycles) EN ISO 11640 Grey scale > 4

Wet Rub Fastness (Wet, 250 Cycles) EN ISO 11640 Grey scale > 3/4

Perspiration Rub Fastness (Perspiration 80 Cycles) EN ISO 11640 Grey scale > 3/4

Finishing Adhesion EN ISO 11644 N/10 mm > 2

Flexing Endurance (Dry 50,000 Cycles) EN ISO 5402 Visual Dry 50.000 cycles (no cracks)

Colour Fastness To Light EN ISO 105-B02 Blue scale > 5

Tear Strength - Single Edge EN ISO 3377-1 N > 20

Tensile Strength EN ISO 3376 N/mm2 > 10

Colour Fastness To Water Spotting EN ISO 15700 Grey scale > 3

Ph And Δph (Min 3.2 - Δph ≤ 0.7 If Ph < 4) EN ISO 4045 Min 3.2 - ΔPH ≤
0.7 if pH < 4

Pass

Burning Behaviour To Cigarette And Match Flame BS 5852:1979 - BS EN 1021-1 / EN 1021-2 - Pass

C L E A N I N G  I N S T R U C T I O N S

Avoid direct sunlight and exposure to heat sources. Maintain leather in a dry, room-temperature environment and avoid harsh treatments that may affect the finish. Use only suitable leather care products
and test cleaners on a hidden area before use.


