MATERIAL SPECIFICATION SHEET

CAMARI

I NT E R N ATI ON A L

CLASSIC

Bovine Leather - Interiors, Design & Boats

PRODUCT DESCRIPTION

Crafted from premium European full-grain bovine hides, the Classic collection
stands out for its unique finish enriched with natural oils and waxes. This
combination delivers a smooth, waxy tactile experience and a brilliant, glossy look.
Engineered for maximum durability and colorfastness, this superior-quality leather
brings an unmistakable touch of class and long-lasting elegance to luxury
furnishings
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TECHNICAL SPECIFICATIONS

“HARACTERISTIC EST METHOD M.U PERFORMA
Thickness mm 0.9-11
Average Size sf 52
Origin European
Tanning Chrome tanning
Dyeing Dyed through
Colour Fastness To Atrtificial Light (16,000 Kj/Sgm) UNI EN ISO 105B02 Blue scale 22
Dry Rub Fastness (Dry, 50 Cycles) UNI EN ISO 11640:1998 Grey scale >3/4
Wet Rub Fastness (Wet, 20 Cycles) UNI EN ISO 11640:1998 Grey scale 23
Perspiration Rub Fastness (Perspiration 20 Cycles) UNI EN ISO 11640:1998 / ISO 11641 pH8 Grey scale =5
Flexing Endurance (Dry 50,000 Cycles) UNI EN ISO 5402 = No damage
Tear Strength (Single Edge Tear) UNI EN ISO 3377-1 N 220
Smolder Resistance, Cigarette And Match Flame CAL TB-117 (2013, Sec. 1) / BS 5852:1979 source - Pass

0-1/BS EN 1021-1-2:2006

Avoid direct sunlight and exposure to heat sources. Maintain leather in a dry, room-temperature environment and avoid harsh treatments that may affect the finish. Use only suitable leather care products

and test cleaners on a hidden area before use.
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