
SETA
Bovine  Leather  ·  In ter iors  &  Des ign

The Seta collection represents the absolute quintessence of elite nappa leather.
Sourced exclusively from premium European origins, it celebrates the organic
beauty of the hide through a beautifully transparent, authentic aesthetic. Crafted
with an exquisitely fine thickness and a delicate semi-aniline finish, Seta preserves
the legendary, buttery softness and natural grain signatures inherent to world-class
leather. Free from heavy, artificial alterations, each individual hide remains a
unique, one-of-a-kind canvas—bringing an unparalleled sense of weightless
elegance and timeless luxury to high-end leather goods and couture interior
furnishings.

RESIDENTIAL CONTRACT FIRE RETARDANT MADE IN ITALY

Thickness mm 0.9-1.1

Average Size sf 50

Origin European

Tanning Chrome tanning

Dyeing Dyed through

Tear Strength (Single Edge Tear) UNI EN ISO 3377-1 N ≥ 20

Colour Fastness To Artificial Light (16,000 Kj/Sqm) UNI EN ISO 105B02 Blue scale ≥ 3

Dry Rub Fastness (Dry, 500 Cycles) UNI EN ISO 11640:1998 Grey scale ≥ 3

Wet Rub Fastness (Wet, 250 Cycles) UNI EN ISO 11640:1998 Grey scale ≥ 3

Perspiration Rub Fastness (Perspiration 80 Cycles) UNI EN ISO 11640:1998 / ISO 11641 pH8 Grey scale ≥ 3

Smolder Resistance, Cigarette And Match Flame CAL TB-117 (2013, Sec. 1) / BS 5852:1979 source
0-1 / BS EN 1021-1-2:2006

- Pass

C L E A N I N G  I N S T R U C T I O N S

Avoid direct sunlight and exposure to heat sources. Maintain leather in a dry, room-temperature environment and avoid harsh treatments that may affect the finish. Use only suitable leather care products
and test cleaners on a hidden area before use.


